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1 Introduction  

1.1 Preface 
 

The Little Foot Elegance Photo project has been published as a do it yourself project under 

http://elegance.photo.rajiva.de . The used technology is discribed over there and declared state of 

the art. 

The blueprints, card layouts and so on that have been published are free to private user's 

reconstruction. To sell instuments that base on these blueprints you need an express written 

permission .All the documents, the software, and the used texts and pictures are protected by 

copyright. To copy or use these graphics, sound documents, video sequences, software, and texts or 

parts thereof in other elctronic or printed publications you need the express permission of it's 

author. 

Copy and use is at one's own risk. We dont take any responsibility for any eventual harm caused by 

constructions based on the published blueprints and cards or the use of the associated software. 

 

1.2 How to use this manual  
 

Many users are afraid to read manuals especialy if they are as big as this one. To facilitate the 

navigfation in the manual you can just click on every point in the table of contents below or open the 

PDF table on the left hand side. 

 

 

 

http://elegance.photo.rajiva.de/
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To prevent damage of the controller or the mounting it is very important that some settings must be 

made before the first use. 

So here are the chapters that you realy should read: 

Safety advice: general advice how to use the controller safely 

To enter into the display menu: as the controller is mainly configurated an operated via 

display it is important to know how you can enter into the display menu. 

Setting of the motor current and the mount's parameters: it is important to set the current 

to the needed value. Otherwise the motors might be overloaded. You also must calibrate the 

controller for the mount. These settings are done in menue 3 of the display. 

This advice should be sufficiant for a first use. Anyway I recommend to go through the manual step 

by step. Only this will hepl you to understand all functions. 

 

1.3 Safety advice 
 

To make the LittleFoot Elegance Photo work safely you have to respect the following advice 

concerning safety. 

  

The controler needs a DC voltage of min 12 V to 30 V max. As source you can either use a storage 

battery or a AC-DC converter that gives a controlled direct current voltage. Please use no other 

voltage, alternating current voltage must not be used at all. 

The controller is designed to run step motors with a maximal power input of 3 Ampere. Do not 

connect motors that exceed this limit! 

Before you connect the motors you have to adjust some parameters as the motor power input for 

example. The manual will tell you in detail how to make these settings. 

Pay attention that you must switch off the controller before you connect any accessories! Otherwise 

you might cause damage of the controller or the connected accessory. 

 

1.4 The central controller unit at a glance  
 

The LFE Photo's front obviously shows you the master switch and the terminal for the hand 

controller box. The sockets for AG-video, DSLR, Focus, and ST-4 let you connect optional accessories. 

The little switch above the hand controller boxes socket is neede to update the controller's software. 

The function is explained over here . 
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At the rear there are the connections for power supply and the two motors. There also are sockets 

for the encoders, LF-extension,  PC connection, and the LAN-socket. An extra chapter  will tell you 

how to connect accessories. 
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1.5 The hand controller box at a glance  
 

What the hand controller box looks like: 

 

The right hand switch serves to set the speed. You can also use it to enter into the three menues  

below . If you set it to 2x, top, and press the left switch upwards (pushbotton mode), the LED will 

blink once. You give a wanted command by using the corrsponding direction pushbotton. To enter 

into menue 2 and 3 you set the right switch to 8x or 16x. The LED will blink twice or three times to 

confirm if you push the left switch upwards. 

 

1.6 The LittleFoot Photo DVD  
 

The LFE Photo DVD contains the catalog of objects, the SkyAgent data bank with the corresponding 

SD-writer, and a link list that shows important pages in the internet. You also find all drivers, files and 

programs needed to operate the controller. 

 

 

1: FireWire socket to connect the optional 

GPS-mouse 

2: LED lamp that can be switched on and off 

by the menue switch 

3: FireWire socket for future 

accessoriesAnschluß 

4: SD-card slot 
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2 Putting into o peration  

2.1 Before the first start -up 
 

What must you pay attention to before the first use?  

As power supply you need a controlled AC-DC converter with a voltage from 12 to 30 Volt. 

Important!!: in case you intend to run the controller with a voltage more than 14.5 Volt you must 

remove the link between pin 3 and pin 4 in the plug of the power supply cable. Before you connect 

the motors to the controller the setting of the controller's parameters, first of all the correct motor 

current, has to be done. Please do not connect the motors for a test run before. You might destroy 

them. How these settings are made is told later in the display manual. 

 

2.2 How to use the menue of  the hand controller box , description of the 

LED colours 
 

There are 3 menues in the software of the hand controller box. These can be activated using the 
speed switch (2x = menue 1, 8x = menue 2, 16x = menue 3)and the left switch of the box (pushing it 
upwards the left switch works as a pushbotton). Corresponding to the switches position the display 
shows the functions of the direction push bottons. The LED will show a quick blink once, twice or 
three times. Have a look at the menue's functions: 

 

Menue 1: 

Left = Fokus (-) 

Right = Fokus (+) 

Up = Fokus Speed 

Low = Entry into the display menue (explanation in detail over here) 

Menue 2: 

Left= IntellyTrack OFF 

Right= IntellyTrack ON 

Up=Toogle Guide Rate 

[ƻǿҐ{ȅƴŎ ǘƻ 9ƴŎƻŘŜǊ όƛŦ ǘƘŜ ƻǇǘƛƻƴ 9ƴŎƻŘŜǊ ƛǎ ƴƻǘ ŜƴŀōƭŜŘ ǘƘŜ ŎƻƳƳŀƴŘ αtŀǊƪ aƻǳƴǘά ƛǎ ƎƛǾŜƴ ƻǾŜǊ 
here) 

Menue 3: 

http://littlefoot.rajiva.de/littlefoot/intellytrack.htm
http://littlefoot.rajiva.de/littlefoot/intellytrack.htm
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Left = PEC off 

Right = PEC on 

Up = Start/Stop PEC Training 

Low = Invert GOTO DEC direction 

The LED colours: 

Red on = PEC active 

Red off = PEC deactivated 

Orange on = Pushbotton pressed 

Orange blinks = Menue 

Grean blinks for 10s = PEC training starts 

Grean on = PEC training in process 

 

2.3 Connecting a PC via USB/RS232 
 

You find multiple options to connect a PC that can be used at the same time. If you use the LFE Photo 

adapter and a common USB cable to connect  the controller to the  PC the terminal will be identified 

as a new hardware after you switch on. You will be asked to install a corresponding driver, this is to 

ōŜ ŦƻǳƴŘ ƻƴ ǘƘŜ [C9 tƘƻǘƻ 5±5 ŀǎ α5ǊƛǾŜǊάΦ !ŦǘŜǊ ƛƴǎǘŀƭƭŀǘƛƻƴ ǘƘŜ ŎƻƴǘǊƻƭƭŜǊ ǿƛƭƭ ōŜ ǊŜŎƻƎƴƛǎŜŘ ŀǎ 

Com-Port and you can apply any program that supports the LX 200 protocol. If ȅƻǳ ǳǎŜ α²ƛƴŘƻǿǎ 

±ƛǎǘŀά ŀǎ ƻǇŜǊŀǘƛƴƎ ǎȅǎǘŜƳ ǘƘŜ ¦{. ŘǊƛǾŜǊ ǿƛƭƭ ōŜ ƛƴǎǘŀƭƭŜŘ ŀǳǘƻƳŀǘƛŎŀƭȅΣ ȅƻǳ Řƻ ƴƻǘ ƴŜŜŘ ǘƘŜ 5±5 ŦƻǊ 

this. 

If your PC still has a 9-pole serial interface you may use this for connection as well. You find the 

occupancy of the pins over here. 

 

2.4 Connection via network/i nternet  
 

The LittleFoot Elegance Photo has an Ethernet (LAN) terminal on his rear surface. By this the LFE 

Photo can be connected to the network and be used to comunicate worldwide. To enable a 

comunication via the local network or the worldwide internet some things have to be conifurated 

and installed in the controller itself (look here,) and the PC. As you already found the description of 

the controller's configuration in the display's manual, we shall now tell you about the configuration 

for the PC. 
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Lƴ ǘƘŜ ǎǳōŘƛǊŜŎǘƻǊȅ α5ǊƛǾŜǊǎά ƻŦ ǘƘŜ [C9 tƘƻǘƻ 5±5 ȅƻǳ ŦƛƴŘ ǘƘŜ ǎƻŦǘǿŀǊŜ ǇŀŎƪŀƎŜ α[!bά ǘƘŀǘ Ƴǳǎǘ ōŜ 

installed to communicate via the TCP/IP network. The software needed contains two parts: 

 

1. The driver software for the virtuel COM Port (Setup.exe) 
2. The LittleFoot Elegance Photo LAN Connector (ElegancePhotoConnector.exe) 

 

The first step is to install the virtuel COM Port driver. To do this invoce the file Setup.exe 

 

 

 

!ŦǘŜǊ ǘƘŜ ŎƭƛŎƪ ƻƴ αbŜȄǘά ȅƻǳ ǿƛƭƭ ōŜ ŀƪŜŘ ǿƘƛŎƘ ŎƻƳǇƻƴŜƴǘǎ ǎƘƻǳƭŘ ōŜ ƛƴstalled.  You can remove all 

optional ticks as the  LFE Photo Connector will perform configuration and installation of COM ports 

on it's own. 
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¢Ƙƛǎ ŘƻƴŜ ŎƻƴǘƛƴǳŜ ōȅ αƴŜȄǘά ŀƴŘ ǘƘŜ ƛƴǎǘŀƭƭŀǘƛƻƴ ǿƛƭƭ ōŜ ŎƻƳǇƭŜǘŜŘΦ 

As a next step you will copy the file ElegancePhotoConnector.exe into any directory of the PC. There 

is no need for an instalation, the program can be called directly from this directory. 

 

 

You need two things to establish a connection with the network: 

 

1. A COM Port that you can chose in your astronomy program 
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2. Information how the LFE Photo controller can be found in the network. 

 

¢ƘŜ ŦƛǊǎǘ ƛǎ ŘƻƴŜ ōȅ ŀ ŎƭƛŎƪ ƻƴ ǘƘŜ ōǳǘǘƻƴ αŀŘŘάΦ ¢Ƙƛǎ ǿƛƭƭ ƻǇŜƴ ŀ ǿƛȊŀǊŘ ǘƻ ŜǎǘŀōƭƛǎƘ ŀ ǾƛǊǘǳŀƭ /ha 

port. Attention!: In Windows Vista the awaited wizard will not be started in the standard way, Vista 

installs the components indipendently. Users of Windows Vista can go on reading here. 

 

 

 

Lƴ ǘƘƛǎ ǿƛƴŘƻǿ ȅƻǳ ŎƘƻƻǎŜ ǘƘŜ ƻǇǘƛƻƴ αbŜƛƴΣ ŘƛŜǎƳŀƭ ƴƛŎƘǘά  ŎƭƛŎƪ ƻƴ αǿŜƛǘŜǊάΦ 
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Here you ŎƘƻƻǎŜ ǘƘŜ ǊŜŎƻƳŜƴŘŜŘ ƻǇǘƛƻƴ α{ƻŦǘǿŀǊŜ ŀǳǘƻƳŀǘƛǎŎƘ ƛƴǎǘŀƭƭƛŜǊŜƴά ŀƴŘ Ǝƻ ŀƘŜŀŘ ǘƻ ǘƘŜ 

next screen. 
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In this screen the needed driver will be installed. 

 

 

 

The assistent confirms the successful installation and starts the installation of the second driver. For 

every virtuel COM Port you need two passages through the assistent, for the second time you 

proceed just alike. 

 

After installation of the driver you are back in the window  LittleFoot Elegance Photo LAN Connector. 

You can now fill in the data that have been configurated at the controller on the corresponding 

ōƻŀǊŘǎΦ ¢ƘŜ ōƻŀǊŘ αƘƻǎǘά ƛǎ ŦƻǊ ǘƘŜ Lt ŀŘǊŜǎǎŜ ƻŦ ȅƻǳǊ ŎƻƴǘǊƻƭƭŜǊ ƻǊ ȅƻǳǊ Ƙƻǎǘ-name if you are 

connected to the internet (DynDNS names allowed). 

 

If no authentification is preset just leave ǘƘŜ ǎŎǊŜŜƴǎ α¦ǎŜǊά ŀƴŘκƻǊ tŀǎǎǿƻǊŘ ŜƳǇǘȅΦ .ȅ ǳǎƛƴƎ ǘƘŜ 

ƻǇǘƛƻƴ α!ǳǘƻ ŎƻƴƴŜŎǘ ŀǘ ǎǘŀǊǘǳǇά ȅƻǳ ŘŜŦƛƴŜ ǿƘŜƴ ǘƘŜ ŎƻƴƴŜŎǘƛƻƴ ƴŜǘǿƻǊƪ ς controller shall be 

established. If there is a tick the connection to the network will just be established when needed, so 

if an astro-ǇǊƻƎǊŀƳ ǿŀƴǘǎ ǘƻ ŎƻƳǳƴƛŎŀǘŜ ǿƛǘƘ ǘƘŜ ŎƻƴǘǊƻƭƭŜǊΦ ¸ƻǳ ǎŀǾŜ ǘƘŜ ǎŜǘǘƛƴƎǎ ōȅ  α{ŀǾŜ 

ǎŜǘǘƛƴƎǎάΦ 
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Cƛƴŀƭȅ ȅƻǳ ŎƭƛŎƪ ƻƴ α/ƻƴƴŜŎǘά ŀƴŘ ŎƭƻǎŜ ǘƘŜ ŎƻƴŦƛƎǳǊŀǘƛƻƴ ǿƛƴŘƻǿΦ ¢Ƙƛǎ ǿƛƭƭ ƴƻǘ ŎƭƻǎŜ ǘƘŜ ǇǊƻƎǊŀƳ ōǳǘ 

minimize it in the task strip where you have easy access to the LAN connector. To establish a 

connection to the controller you just choose the installed   Com Port in an astro program of your 

choice. Anything else will be done by the LFE Photo LAN Connector. 
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3 Connecting accessories 
 

3.1 Encoder 
 

The Pin occupancy for ǘƘŜ ŜƴŎƻŘŜǊϥǎ ǎƻŎƪŜǘ ƛǎ ŎƻƳǇŀǘƛōŜƭ ǘƻ ǘƘŜ ŜƴŎƻŘŜǊǎ ƻŦ  α{ƪȅ-/ƻƳƳŀƴŘŜǊάΣ 

αbD/-aŀȄά ŀƴŘ αbD/-aƛƴƛaŀȄάΦ ¢ƘŜ ƳŀȄƛƳŀƭ ǎƻƭǳǘƛƻƴ ƻŦ ǘƘŜ ǎƻŎƪŜǘ ƛǎ  лΣоо ŀǊŎ ǎŜŎƻƴŘǎΦ ¸ƻǳ ŦƛƴŘ ŀƴ 

exact specification in the display's manual. 

 

3.2 DSLR 
 

The 3-pole Mini Din socket is made to connect a digital mirror reflex camera.  The inserted timer of 

the Elegance Photo gives you the option of remote controll of series of expositions by the hand 

controller box. How to run the timer is to be found in the display's manual over here. 

The socket's occupancy is to be found over here. As counterpart you need a Mini Din plug. 

Canon DSLR cameras are quite common. Depending on the model the connection to the remote 

control is different. The occupancy for the 2.5 mm plug looks like this: 

 

 

Some models need a so called N3 plug that has this occupancy: 
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3.3 Focus motor  
 

Together with the Elegance Photo you can use stepper motors as well as DC-motors for focusing. As 

αPin-occupancie α ǘŜƭƭǎ ȅƻǳ ȅƻǳ Ŏŀƴ ŎƻƴƴŜŎǘ ǎǘŜǇǇŜǊ ƳƻǘƻǊǎ ŘƛǊŜŎǘƭȅΣ ŦƻǊ 5/-motors you need a little 

extra circuit. The Elegance Photo supports the robofocus protocoll to controll a focuser with stepper 

motor. This can be activated by the Ascom-Platform. This enables easy automatic focusing by a 

camera ς an invaluable tool for astrophotography. You find the exact configuration in the display's 

manual over here.  

 

3.4 Autoguider  
 

The occupancy of the autoguider's connection is to be found here. You might need an adapter cable 

to connect a guiding camera. Pin 1 normaly is not occupied. If you need +5 volt for a guiding camera 

these +5 volt can be set on pin 1 by setting a jumper (JP-3) in the controller. 

 

3.5 Video modul  
 

This input is made to connect a video module like the one of Lechner company for example. The 

needed supply voltage is applied to this connection, so you do not need any further supply. You may 

connect any camera that has an analog video output like Watec, Mintron and models alike. 

What you may use this module for shall be explained later in an extra chapter. 

 

3.6 The LittleFoot Extension connector  
 

The LittleFoot Extension connector is made to connect further accesories as it's occupancy tells you. 

The voltages 3.3V, 5V, 9V and 12V applied to this connection may be used to run external users. 

Make sure to use only equipment that does not exceed the power input of 500 mA per voltage. 

¢ƘŜ Ǉƛƴ αaŜǊƛŘƛŀƴǎǿƛǘŎƘά ƛǎ ƳŀŘŜ ǘƻ ŎƻƴƴŜŎǘ ŀƴ ƛƴŎƭƛƴŀǘƛƻƴ ǎǿƛǘŎƘΦ .ȅ ǘƘƛǎ  ǘƘŜ ŎƻƴǘƻƭƭŜǊ ƪƴƻǿǎ ƻƴ 

wich side the telescope is situated after a german mount has been switched east ς west. You find a 

practical application over  here. 

To connect a tube fan to the corresponding pin you need a little extra circuit. You find a link in the  

Linklist of the display's manual. 

 

 

 

http://ascom-standards.org/
http://www.lechner-cctv.de/artikel_einzeln.php?KAT=25&NR=27&LANG=DE&mwdSID=0dkamgknakp8tj247nucs5us83
http://forum.rajiva.de/forum/phpBB2/viewtopic.php?t=2724&postdays=0&postorder=asc&highlight=meridianflip&&start=0
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4 Display manual  
 

 

 

 

As the contoller is mainly configurated and operated by the display, the display manual is an 

important and major part of the entire manual.. An extra index will help you to find your way 

through the menues. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

   Elegance Photo    
   Firmware V5.50
   Serial: 00XXX   
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4.1 The functions at a glance  
 

Menü 1: 
 
User 

- Define 
- Delete 

Goto 
- Objekt 
- Planet 
- Catalog 
- - Scoll 
- - Select 
- Run Find 
- Run Tour 

Show 
- Cords 
- Encoders 
- Orientation 
- PEC State 
- IntellyTrack 
- Motor Power 
- Star Time 

SkyAgent 
- Travel 
- Identify 
- Field of View 
- Filters 
- - Star 
- - Double Star 
- - Starcluster 
- - Nebulae 
- - Galaxy 
- - Glx Cluster 
- - Undefined 
- - Others 
- - Magnitude 

Timer Control 
- Start 
- Settings 
- - Edit 
- - Load 
- - Save 
- Mirror Lockup 

Exit 

Menü 2: 
 
Tracking 

- Tracking Rate 
- Tracking Mode 
- - Startup 
- Park Mount 

PEC 
- HC Mode 
- Factor 
- Aggressiveness 
- PEC Tracker 

Settings 
- Speed 
- - 2x Speed 
- - 8x Speed 
- - 16x Speed 
- - Goto Speed 
- - Backlash 
- Backlash RA 
- Backlash DEC 
- Ramp 
- Save Presets 
- RTC Settings 
- - Time 
- - Date 
- - Location 
- - Default 
- - Longitude 
- - Latitude 
- - Timezone 
- - Daylight 
- Encoders 
- - RA/AZ 
- - DEC/Alt 

Stepperfocus 
- Focus Mode 
- - Fast 
- - Slow 
- - Modes 
- - - Hand Control 
- - - LX200 Control 
- Speed 
- - Fast 
- - Slow 
- Backlash 
- - Value 
- - Mode 
- Microsteps 
- Motor Power 
- Set Limit 
- - Neg. 
- - Pos. 
- - Rev. 

Exit 

Menü 3: 
 
Extras 

- Fan Control 
- PC Mode 
- GPS Data 
- Ethernet 
- - IP Adress 
- - Router 
- - Netmask 
- - DHCP 
- - Port 
- - Security 
- - User 
- - Password 
- - Version 
- - Update 
- - Reset 

Display 
- Backlight 
- Contrast 
- Upd. Interval 
- Key Repeat 
- - Speed 1 
- - Speed 2 
- - Speed 3 
- - Speed 4 
- - Speed 5 
- Reading LED 
- Heating 
- Version 
- Reset 

Controller 
- Visitor Mode 
- Mount Setup 
- - Motor Power 
- - - RA/Az 
- - - DEC/Alt 
- - Step Angle 
- - -RA/Az 
- - - DEC/Alt 
- - Gear Ratio 
- - - RA/Az 
- - - DEC/Alt 
- - Worm Wheel 
- - - RA/Az 
- - - DEC/Alt 
- - Axis Dir 
- - - RA/Az 
- - - DEC/Alt 
- - Load Setup 
- - - RA/Az 
- - - DEC/Alt 
- - Save Setup 
- - - RA/Az 
- - - DEC/Alt 
- - Presets 
- - - Load 
- - - Save 
- - - Load SD 
- Password 
- Security 
- Licence 
- Reset 

Exit 
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4.2 How to activate the display menue  
 

After you switched on the controller the display shows these informations 

 

Firmware means the controller's firmware-version, not the display firmware. Underneath you see the 
serial number of the controller. The Elegance Photo uses an own menue to show the options and not 
the start-display any longer like the other Little Foot pruducts did. 

To activate the display modus you set the hand controller's speed switch on  2x, and start the hand 
controller's menue by use of the menue push botton. Then by using DEC- you switch into the display 
menue. This is always the starting point to work with the display. 

If the visitor modus or the controller's security is activated a password is asked. Here you put in your 
personal password or the master password that has been delivered with the controller or the 
firmware.  

 

If the password is valid or no security is activated master menue 1 is to be seen. This is always the 
starting point for work with the display. 

 

Setting the speed switch on 8x or 16x will activate master menue 2 or 3. This is also the way to switch 
from one master menue to another. 

   Elegance Photo    
   Firmware V5.50
   Serial: 00XXX   

    User Password     
    of: 00000       ¸¸   
    0123456789+-RBSC

 >User             
  Goto  
  Show           ´
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This is what the display shows for master meue 2 and master menue 3.

 

 

4.3 How input is made  
 

Input for the display is done by the hand controller box. Use the push bottons as follows for 
navigation in the master- and sub menues. DEC- leads you downwards DEC+ leads you one step 
upwards in the menue. RA+ leads you to a sub-menue  RA- back to the superior menue. The actual 
input is shown by αҔά . If you see arrows pointing upward or downward on the right hand side further 
menue points are to be found above/below. By click on Exit you leave the display modus. The display 
from picture 1 is to be seen again. 

 

There are two kinds of dialogue for the input. Look here: 

4.3.1 Free input of values  

 

This is what the dialogue looks like: 

 

  >Tracking          
   PEC 
   Settings 

 >Extras          
  Display 
  Controller 

 >User             
  Goto  
  Show           ´

   Set Backlash RA    
   Value to: 00180
   0123456789+-RBSC   
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Line 1 tells which function is to be changed. Line 2 tells the actual value. One number is underlined, 
this is the number that is changed right now. There is another cursor in line 3 on the display screen. 
The chosen sign is shown blinking. Values from 00000 to the maximum possible can be put in. If you 
set a value higher than max it will be rounded off to the maximum. For the input there are different 
ways.  You can select the number to be changed in line 3 by pressing on RA+ or RA-. The selected 
sign will blink. A press on DEC+ will save the value and let you proceed to the next decimal. By 
pressing on DEC- you can move the decimal cursor to the right.  

There is another way to make the decimal cursor move. Use the pushbottons RA+ and RA- to move 
the cursor under B (Back). Now you can move the little cursor under the decimals to the left by DEC+ 
and to hte right by DEC-. The signs + and -let you make the decimal bigger or smaller by steps of 1. 
Use S to save the value or C to cancel it and to return to the next higher level. R (Return) is used to 
go one step back in the Fototimer's input. This will be explained in detail later on. 

 

4.3.2 Select preset values 

This is what the dialogue looks like: 

 

In this dialogue you can just choose preset values, here 0.3x, 0.7x und 1x. You select the value using 
the pushbottons DEC+  and DEC-. RA+ will save the value and make you leave the menue, RA- cancels 
the input and leaves the menue. There is another variation of the selecting menue. It is to be seen 
here and operated in the same way.  

 

 

 

 

 

  Set 2x Speed     
  to: ~0,3x   
  ²=Ex ^=Sel ³=Set   

        RA|  Mars   |DEC        
        10:16.5   +11 °53  
        ²=Ex `=S ´=I ³=M
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4.4 The display menue s 
 

4.4.1 Menue 1: User, Goto, Show, Sky Agent und Timer Control  

 

 

 

4.4.1.1 Submenue User 

 

The User submenue gives the option to name shortcuts to menue points for direct access. For 

example if you have to change the time zone frequently (Menue 2/ Settings/RTC-Settings/Location/ 

and pressing four further buttons) the User menue offers you an easy way. There are the points 

Define and Delete to be found in the menue. 

 

After chosing Define the screen looks like this: 

 

An arrow is to be seen in the top line. You can move it to the selected function. 

    >User             
     Goto  
     Show                

       Show          `      
      >Sky Agent
       Timer Control      

 >Define           
  Delete 
    

  ³User             
   Goto  
   Show          ´
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As an example I choose the setting of the time zone. 

 

After choosing the function you switch to the input-mode. Here you can name the shortcut to the 
function that has actually be chosen or accept the proposed name. 

 

As you can see you can switch to the input of letters by a click on the right arrow. You can get access 
to four further lines for input. Up to 13 signs can be written. You save the names choosing S in the 
first menue. 

 

After selecting S the display looks as this. 

 

      Latitude      `      
     ³ Timezone
      Daylight      

    Save Preset to:      
    > Timezone  
    0123456789+-BSC ^    

    Save Preset to:     
    > Timezone 
    ABCDEFGHIJKLMNO^    

    Save Preset to:     
    > Timezone   
    PQRSTUVWXYZ_()* ^    

           
 Save Preset ok 
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and then returns to menue 1. 

 

If we take a look at the User menue now we can see the new shortcut. Now we have direct access to 
the function Timezone in the User menue. 

 

The User Menue offers the space for 10 Shortcuts. To delete an input you go on Delete in the User 
menue. The sreen will look like this. Sel will select the shortcut and Del will delete it. 

 

4.4.1.2 Submenue Goto 

 

The Goto submenue contains 5 further menue items, Object, Planet, Catalog, Run Find und Run Tour. 

The object function lets you make a Sync to any objects / coordinates you like or point the 
instrument to it by Goto. 

 

    >User             
     Goto  
     Show                

     >Timezone             
      Define  
      Delete      

  Delete Preset     
  > Timezone   
  ²=Ex ^=Sel ³=Del   

        RA| Object  |DEC        
        10:28.2   +11 °23  
        0123456789+-RBSC
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After input of the coordinates and Save the display will look like this. Use S for a Sync onto the 
coordinates or M to point there by Goto. The function will be shown by a confirmation, if you choose 
Goto the mount will start to move. 

 

 

 

 

 

Next in the menue there is Planet . Here you can make a Sync onto all palnets of the solar system  or 
point at them by Goto. 

 

 

        RA| Object  |DEC        
        10:28.2   +11 °23  
        ²=Ex `=S ´=I ³=M

           
 Sync Object ok 
    

           
 Goto Object ok 
    

   Object           
  >Planet  
   Catalog       ´  

 Mercury        
 Venus  
>Mars          ´
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As an example I show how it works by a Sync on mars and thereafter a Goto to saturn. 

 

By S you make Sync on mars. Sure that the telescope should point at mars too. After input S you see 
this message. The display will return to the planet menue. 

 

 

Now we choose saturn. 

 

 

Input M lets us see this message and makes the telescope move from mars to saturn. 

        RA|  Mars   |DEC        
        10:16.5   +11 °53  
        ²=Ex `=S ´=I ³=M

           
 Sync Object ok 
    

 Mercury        
 Venus  
>Mars          ´

    Mars          `    
    Jupiter  
   >Saturn        ´

        RA|  Saturn |DEC        
        10:28.2   +11 °23  
        ²=Ex `=S ´=I ³=M
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Key I does not have any function yet. This will be different in the Goto catalogs to come. 

 

 

Now we shall take a little more time to have a look at the subject Catalog. How the data are written 
onto the SD card, this I shall describe in the chapter SD-writer. The subject Catalog contains two 
menues, Scroll and Select, the names already give a hint to the use. Both submenues make use of 
the same file. One chooses the object srolling through the catalog the other by input of the object's 
number. The change from Select- to Scroll is made easy this way: If you choose an object by Select, 
M57 for example, the same object will be shown as selected in the scroll-modus too. So you can 
choose any start position you like in the scroll catalog. This is an inestimable antvantage especialy in 
big catalogs. 

 

So let's start with the Scroll menue. 

 

If there is not any SD card in the slot you will be told: 

 

           
 Goto Object ok 
    

   Object           
   Planets  
  >Catalog       ´  

>Scroll          
 Select 
        

           
No Catalog Data 
    



 
29 User´s Manual Elegance Photo 

If the card in the slot does not contain any object catalog you will be told: 

 

I get this picture. The picture depends on the catalogs written on the SD card of course.  

 

After change to the Messier catalog the display looks like this: 

 

By  Sel you can scroll upwards and downwards in the Messier objects. By Set you get further 
information about the choosen object. Now you have the same options as in the planet menue, S = 
Sync , M = Goto  

 

By I we can get further information about the choosen object. Here it is for example the Magnitude,  
the species Planetary Nebula, the constellation and the size. Another click on I shows another block 
of information.  

           
 SD Read Error 01 
    

 HD          
 HR 
>Messier        ´

  M1 Crab Nebula     
  05:34.5   +22 °10
  ²=Ex ^=Sel ³=Set   

  M1 Crab Nebula     
  05:34.5   +22 °10
  ²=Ex `=S ´=I ³=M
  



 
30 User´s Manual Elegance Photo 

 

Here we see M1's NGC number. The number of information pages and what they look like depends 
on the information that the SD card contains. 

 

Now we have a look at the Select menue. Once again we choose the Messier catalog. The screen 
looks like this: 

 

Here you can set the number of the object. After input 1 and saving it by S the screen will look like 
the one we know from the Scroll catalog. Now you have the same options as in the Scroll catalog. 

 

Now let's talk about the next point in the Goto menue, it's Run Find.  

Run Find activates the so called function. It helps to localise an object in the eypiece (square search 
pattern).  

  M1 Crab Nebula     
  8m4  PN TAU    8' 
  ²=Ex `=S ´=I ³=M
  

  M1 Crab Nebula     
  NGC 1952 
  ²=Ex `=S ´=I ³=M
  

   Set Object to:   
   M0001
   0123456789+-RBSC   

  M1 Crab Nebula     
  05:34.5   +22 °10
  ²=Ex `=S ´=I ³=M
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In the menue Run Tour you have access to a list of coordinates for a Goto-Tour.  These can be 
ŜǎǘŀōƭƛǎƘŜŘ ōȅ αGoto Tour Editor ά ƻǊ ōŜ ǘǊŀƴǎŦŜǊŜŘ ǘƻ ǘƘŜ ŎƻƴǘǊƻƭƭŜǊ ǳǎƛƴƎ ǘƘŜ ŦǳƴŎǘƛƻƴ αPC ModeάΦ 

 

Here you see the transfered data for M45.  Sel let's you scroll through the data of the tour. Set  
initiates the Goto to a choosen object and is confirmed on the screen. 

 

 

4.4.1.3 Submenue Show 

As it's name already indicates the submenue Show lets you see some information. These items are 
Cords, Encoders, Orientation, PEC State, Intelley Track, Motor Power, Startime. I shall demonstrate 
the different screens in the sequence of the menue. 

  Catalog       `
 >Run Find  
  Run Tour        

           
Run Find = ok 
    

     Catalog       `    
     Run Find  
    >Run Tour       

     Goto Tour :  M45      
     03:47.0    +24 °07
     ²=Ex ^=Sel  ³=Set   

           
 Goto Object ok 
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Cords shows the actual coordinates of the mounting. 

 

Encoders shows the coordinates that mount / telescope are pointing at. 

 

Orientation shows the position of the telescope's tube. After passing the meridian the value changes 
automatically if the mount has a corresponding switch. 

 

 

PEC State shows the PEC Status and connection.  

Such screens would be possible. 

 

        RA|  Scope   |DEC        
        10:16.5   +11 °53  
        

        RA| Encoder |DEC        
        10:16.5   +11 °53  
        

           
Orientation = E 
    

           
Orientation = W 
    

   PEC State ok       
   Mode on  
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IntellyTrack  tells you if this function is active or turned off. 

 

 

Motor Power shows the setting of the normal motor current. 

 

StarTime  shows the star-time for the position set in RTC Settings/ Location / Default.  

 

 

     PEC State fail       
     Mode off  
          

           
 IntellyTrack on 
 
    


